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SECTION 10 55 00

POSTAL SPECIALTIES

PART 1 GENERAL

1.01 SUMMARY

Specifier Note: Article below may be omitted when specifying manufacturer’s proprietary products and recommended installation. Retain Reference Article when specifying products and installation by an industry reference standard. If retained, list standard(s) referenced in this section. Indicate issuing authority name, acronym, standard designation and title. Establish policy for indicating edition date of standard referenced. Conditions of the Contract or Division 01 References Section may establish the edition date of standards. This article does not require compliance with standard, but is merely a listing of references used. Article below should list only those industry standards referenced in this section.

1.02 REFERENCES

A. Architectural and Transportation Barriers Compliance Board (ATBCB):

1. Americans with Disabilities Act Accessibility Guidelines for Buildings and Facilities (ADAAG).

B. United States Postal Service (USPS):

1. USPS-STD-4C, Wall-Mounted Centralized Mail Receptacles.

Specifier Note: Article below includes submittal of relevant data to be furnished by Contractor before, during or after construction. Coordinate this article with Architect’s and Contractor’s duties and responsibilities in Conditions of the Contract and Division 01 Submittal Procedures Section.

1.03 SUBMITTALS

A. General: Submit listed submittals in accordance with Conditions of the Contract and Division 01 Submittal Procedures Section.

B. Product Data: Submit product data for specified products.

C. Shop Drawings: Submit shop drawings showing layout of mailboxes, dimensions, trim, accessories and options. Provide details of anchorage.

D. Samples: Submit selection and verification samples of finishes and colors.

Specifier Note: Article below should include prerequisites, standards, limitations and criteria that establish an overall level of quality for products and workmanship for this section. Coordinate article below with Division 01 Quality Assurance Section.

1.04 QUALITY ASSURANCE

Specifier Note: Paragraph below should list obligations for compliance with specific code requirements particular to this section. General statements to comply with a particular code are typically addressed in Conditions of the Contract and Division 01 Regulatory Requirements Section. Repetitive statements should be avoided.

A. Regulatory Requirements and Approvals: Comply with ADAAG.

Specifier Note: Article below should include special and unique requirements. Coordinate article below with Division 01 Product Requirements Section.

1.05 DELIVERY, STORAGE & HANDLING

A. General: Comply with Division 01 Product Requirements Section.

B. Delivery: Deliver materials in manufacturer’s original, unopened, undamaged containers with identification labels intact.

C. Storage and Protection: Store materials protected from exposure to harmful environmental conditions and at temperature and humidity conditions recommended by the manufacturer.

1.06 WARRANTY

A. Project Warranty: Refer to Conditions of the Contract for project warranty provisions.

B. Manufacturer’s Warranty: Submit, for Owner’s acceptance, manufacturer’s standard warranty document executed by authorized company official. Manufacturer’s warranty is in addition to, and not a limitation of, other rights Owner may have under Contract Documents.

1. Warranty Period: 5 years commencing on Date of Substantial Completion.

PART 2 PRODUCTS

Specifier Note: Retain article below for proprietary method specification. Add product attributes, performance characteristics, material standards and descriptions as applicable. Use of such phrases as “or equal” or “or approved equal” or similar phrases may cause ambiguity in specifications. Such phrases require verification (procedural, legal and regulatory) and assignment of responsibility for determining “or equal” products.

2.01 POSTAL SPECIALTIES

Specifier Note: Paragraph below is an addition to CSI SectionFormat and a supplement to MANU-SPEC. Retain or delete paragraph below per project requirements and specifier’s practice.

A. Manufacturer: 2b Global Inc

1. Contact: 16 Technology Drive, Suite 172, Irvine, CA 92618; Telephone: (800) 650-2606, (949) 502-3778; Fax: (949) 502-3772; E-mail: info@2b-global.com; website: www.2b-globalmailboxes.com.
Specifier Note: Edit Paragraph below to suit project requirements. If substitutions are permitted, edit text below. Add text to refer to Division 01 Project Requirements (Product Substitutions Procedures) Section.

B. Substitutions: No substitutions permitted.

2.02 MANUFACTURED UNITS

Specifier Note: Retain units below to suit project requirements.

A. Horizontal Mailboxes:

1. Fortress (USPS-4C) Series: Aluminum frame and compartment construction, flushed outgoing mail flap (no protruding rain guard and no see-through slot hole), hidden bolts (no bolt heads on exposed surface) for carrier access door and parcel locker door, 1 inch wide master door frame reinforced with 7/8 inch wide solid angle bar at four corners, recessed master loading door latch handle, multi-point round eyelets locking latch for master loading door, and pin tumbler lock for each tenant door.

Specifier Note: Select front or rear access to suit project requirements.

a. Front Load or Rear Load, Series 4CF:

Specifier Note: Insert model number below, indicating number of doors, to suit project requirements. Custom configurations are available.

1) Model:

b. Rear Load, Series 4CR :

Specifier Note: Insert model number below, indicating number of doors, to suit project requirements. Custom configurations are available.

1) Model:

Specifier Note: Select color, lock type and accessories below to suit project requirements.

c. Color: [Silver anodized(standard)] [Bronze anodized] [Gold anodized].

d. Accessories: [Aluminum decals (standard)] [Engraved doors ].

2. Uni-Point Series: Aluminum frame and  compartment construction with stainless steel and aluminum fasteners, heavy gauge support bar concealed at the bottom, 1/2 inch solid stainless steel hinge rod and bronze bush for front loading master door, 1 1/8 wide master door frame reinforced with 1 inch square angle bar at four corners, and 5-pin tumbler lock with 3000 key changes for each tenant door.

Specifier Note: Select front or rear access to suit project requirements.

a. Front Load, Series UF:

Specifier Note: Insert model number below, indicating number of doors, to suit project requirements. Custom configurations are available.

1) Model:

b. Rear Load, Series UR or UO :

Specifier Note: Insert model number below, indicating number of doors, to suit project requirements. Custom configurations are available.

1) Model:

Specifier Note: Select color, lock type and accessories below to suit project requirements.

c. Color: [Bronze anodized] [Gold anodized] [Silver anodized(standard)].

d. Accessories: [Aluminum doors] [Stainless steel doors] [Engraved doors] [Aluminum decals].

3. Bi-Point Series: Aluminum frame and aluminum compartment construction with stainless steel and aluminum fasteners, heavy gauge support bar concealed at the bottom, 1/2 inch solid stainless steel hinge rod and bronze bush for front loading master door, 1 1/8 wide master door frame reinforced with 1 inch square angle bar at four corners, lockable delivery flap and 5-pin tumbler lock with 3000 key changes for each tenant door.

Specifier Note: Select front or rear access to suit project requirements.

a. Front Load, Series BF:

Specifier Note: Insert model number below, indicating number of doors, to suit project requirements. Custom configurations are available.

1) Model:

b. Rear Load, Series BR or BO :

Specifier Note: Insert model number below, indicating number of doors, to suit project requirements. Custom configurations are available.

1) Model:

Specifier Note: Select color, lock type and accessories below to suit project requirements.

c. Color: [Bronze anodized] [Gold anodized] [Silver anodized(standard)].

d. Accessories: [Aluminum doors] [Stainless steel doors] [Engraved doors] [Aluminum decals].

4. Tri-Point Series: Aluminum frame and compartment construction with stainless steel and aluminum fasteners, heavy gauge support bar concealed at the bottom, 1/2 inch solid stainless steel hinge rod and bronze bush for front loading  master door, 1 1/8 wide master door frame reinforced with 1 inch square angle bar at four corners, central delivery flap control for front load or central management door for rear load, lockable delivery flap and 5-pin tumbler lock with 3000 key changes for each tenant door.

Specifier Note: Select front or rear access to suit project requirements.

a. Front Load, Series TF:

Specifier Note: Insert model number below, indicating number of doors, to suit project requirements. Custom configurations are available.

1) Model:

b. Rear Load, Series TR:

Specifier Note: Insert model number below, indicating number of doors, to suit project requirements. Custom configurations are available.

1) Model:

Specifier Note: Select color, lock type and accessories below to suit project requirements.

c. Color: [Bronze anodized] [Gold anodized] [Silver anodized(standard)].

d. Accessories: [Aluminum doors] [Stainless steel doors] [Engraved doors] [Aluminum decals].

5. Smart Series: a card reader and a controller for each mailbox cabinet, an application software for adding/amending tenant data, aluminum frame and aluminum compartment construction with stainless steel and aluminum fasteners, heavy gauge support bar concealed at the bottom, 1/2 inch solid stainless steel hinge rod and bronze bush for front loading master door, 1 1/8 wide master door frame reinforced with 1 inch square angle bar at four corners, and an electronic lock for each tenant door.  

Specifier Note: Select front or rear access to suit project requirements.

a. Front Load, Series SF:

Specifier Note: Insert model number below, indicating number of doors, to suit project requirements. Custom configurations are available.

1) Model:

b. Rear Load, Series SR or SO:

Specifier Note: Insert model number below, indicating number of doors, to suit project requirements. Custom configurations are available.

1) Model:

Specifier Note: Select color, lock type and accessories below to suit project requirements.

c. Color: [Bronze anodized] [Gold anodized] [Silver anodized(standard)].

d. Accessories: [Magnetic Card Reader] [Smart Card Reader] [Transponder Reader] [Multi Technology Reader] [Stainless steel doors] [Aluminum doors] [Stainless steel doors] [Delivery flap] [Engraved doors] [Aluminum decals].

PART 3 EXECUTION

Specifier Note: Paragraph below is an addition to CSI SectionFormat and a supplement to MANU-SPEC. Retain or delete paragraph below per project requirements and specifier’s practice.

3.01 MANUFACTURER’S INSTRUCTIONS

A. Compliance: Comply with manufacturer’s product data, including product technical bulletins, product catalog installation instructions and product carton instructions for installation.

3.02 EXAMINATION

A. Site Verification of Conditions: Verify that substrate conditions, which have been previously installed under other sections, are acceptable for product installation in accordance with manufacturer’s instructions.

3.03 ADJUSTING

A. Adjust doors and locks to operate smoothly. Lubricate locks with graphite lubricants only.

3.04 CLEANING

A. Clean surfaces with mild dish detergent. Do not use harsh abrasive cleaners.

3.05 PROTECTION

A. Protect installed products until completion of project.

B. Touch up, repair or replace damaged products prior to Substantial Completion.

END OF SECTION


